
EQUINOX 2 BATT
Salicru Equinox 2 Batt, is a Hight voltage Energy Storage System, specially designed to work with Salicru Equinox 2 hybrid inverters.
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Electrical specificationsElectrical specifications        

Nominal voltage (V) 102,4 Vdc 153,6 Vdc 204,8 Vdc 256,0 Vdc 307,2 Vdc 358,4 Vdc 409,6 Vdc

Nominal Capacity (Wh) 5.120 Wh 7.680 Wh 10.240 Wh 12.800 Wh 15.360 Wh 17.920 Wh 20.480 Wh

Nominal Capacity (Ah) 50 Ah 50 Ah 50 Ah 50 Ah 50 Ah 50 Ah 50 Ah

Recommended charge / discharge
current (A)

25 Amp 25 Amp 25 Amp 25 Amp 25 Amp 25 Amp 25 Amp

Maximum charge / discharge
curren

50 Amp 50 Amp 50 Amp 50 Amp 50 Amp 50 Amp 50 Amp

ConfigurationConfiguration        

Number of modules 2 3 4 5 6 7 8

BMS module 1 1 1 1 1 1 1

Communication ports CAN / RJ45 CAN / RJ45 CAN / RJ45 CAN / RJ45 CAN / RJ45 CAN / RJ45 CAN / RJ45

Environmental specificationEnvironmental specification        

Charging temperature range 0 - 45 ºC 0 - 45 ºC 0 - 45 ºC 0 - 45 ºC 0 - 45 ºC 0 - 45 ºC 0 - 45 ºC

Discharging temperature range -10 to 45 ºC -10 to 45 ºC -10 to 45 ºC -10 to 45 ºC -10 to 45 ºC -10 to 45 ºC -10 to 45 ºC

Max. altitude < 2000 mts < 2000 mts < 2000 mts < 2000 mts < 2000 mts < 2000 mts < 2000 mts

Cycle lifeCycle life        

Life cycles > 6000 cycles
@80% DoD

> 6000 cycles
@80% DoD

> 6000 cycles
@80% DoD

> 6000 cycles
@80% DoD

> 6000 cycles
@80% DoD

> 6000 cycles
@80% DoD

> 6000 cycles
@80% DoD

Physical specificationsPhysical specifications        

Dimmensions 800 x 510 x 315
mm

800 x 646 x 315
mm

800 x 782 x 315
mm

800 x 918 x 315
mm

800 x 1054 x 315
mm

800 x 1190 x 315
mm

800 x 1326 x 315
mm

Weight 81 Kgr 115 Kgr 149 Kgr. 183 Kgr 217 Kgr. 251 Kgr 285 Kgr

StandardsStandards        

Normas CE
IEC62619
UN38.3

CE
IEC62619
UN38.3

CE
IEC62619
UN38.3

CE
IEC62619
UN38.3

CE
IEC62619
UN38.3

CE
IEC62619
UN38.3

CE
IEC62619
UN38.3
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Salicru Equinox 2 Batt

Equinox 2 Batt is a modular, stackable battery, with a rst BMS module and battery modules needed, with a nominal
voltage of 50 Vdc and a capacity of 50 Ah (2.575 Wh), connected in serial, that allow us con gurations and applications
between 102,40 and 409,5 Vdc and energy capacity between 5,12 and 20,48 kWh.

Equinox 2 batteries, are available to work with single phase or three phases Equinox 2 hybrid  inverters, for domestic or
commercial applications.
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